
4

EDS8 socket assemblies

Completely pre-wired enclosure with sockets  
and circuit breakers with 10kA short-circuit resist-
ance. In RCD version with A-type protection.

Small enclosure 260x190x106mm, installation  

to prepared fixing holes inside the enclosure. 

Fitted with 250V sockets with ground pin  

or SCHUKO. The 250V sockets are rotated by 90°  

for trouble-free use of angled plugs

Five-pole CEE 400V socket with 16A and 32A ratings

 • Compliant to standard: EN 61439-3
• Mechanical resistance of enclosure: IK10
 • Protection level: IP44
 • Material: ABS

 • Operating temperature: -25 °C to +55 °C
 • Rated working voltage: 400VAC, 250VAC, 50/60Hz

A gland is included for cable output and a clamping clip  

is provided to prevent the supply line from being pulled out.

On request, it can be made with a 2m  
supply cable and a 16 or 32A 5p plug  
based on the switchboard rated current (variant /P).

Example EDS8  RCD  2   /1 0/1 1 0 /0 0 0

Type: RCD – with RCD 

Number of sockets 230V: 2; 3; 4 

Type: French (empty) SCHUKO: S 

Number of sockets 400V 16A 5p: 0; 1 

Number of sockets 400V 32A 5p: 0; 1 

MCB characteristic B 1x16A: 0; 1; 2 

MCB characteristic B 3x16A: 0; 1 

MCB characteristic B 3x32A: 0; 1 

MCB characteristic C 3x32A: 0; 1 

MCB characteristic C 3x16A: 0; 1 

MCB characteristic C 1x16A: 0; 1; 2 

Power cord with plugs: /P 

Example EDS8  RCD  2   /1 0/1 1 0 /0 0 0

EDS8    □   □□/□□/ □□□/□□□/□ 

Type: RCD – with RCD 

Number of sockets 230V: 2; 3; 4 

Type: French (empty) SCHUKO: S 

Number of sockets 400V 16A 5p: 0; 1 

Number of sockets 400V 32A 5p: 0; 1 

MCB characteristic B 1x16A: 0; 1; 2 

MCB characteristic B 3x16A: 0; 1 

MCB characteristic B 3x32A: 0; 1 

MCB characteristic C 3x32A: 0; 1 

MCB characteristic C 3x16A: 0; 1 

MCB characteristic C 1x16A: 0; 1; 2 

Power cord with plugs: /P 

Example: EDS8  RCD  2   /1 0/1 1 0 /0 0 0         

Type: RCD – with RCD 

Number of sockets 230V: 2; 3; 4 

Type: French (empty) SCHUKO: S 

Number of sockets 400V 16A 5p: 0; 1 

Number of sockets 400V 32A 5p: 0; 1 

MCB characteristic B 1x16A: 0; 1; 2 

MCB characteristic B 3x16A: 0; 1 

MCB characteristic B 3x32A: 0; 1 

MCB characteristic C 3x32A: 0; 1 

MCB characteristic C 3x16A: 0; 1 

MCB characteristic C 1x16A: 0; 1; 2 

Power cord with plugs: /P 
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Order code Name Assembly
MCB 
char.

InA 
(A)

Production key 16 32 1x16 3x16 3x32 1x16 3x16 3x32

001105208 EDS8 RCD 2S/1 16 B B EDS8 RCD 2S/10/110/000 2 1 1 1

001105209 EDS8 RCD 2S/1 16 B+C B+C EDS8 RCD 2S/10/100/010 2 1 1 1

001105210 EDS8 RCD 2S/1 16 C C EDS8 RCD 2S/10/000/110 2 1 1 1

001105211 EDS8 RCD 2S/1 32 B B EDS8 RCD 2S/01/101/000 2 1 1 1

001105212 EDS8 RCD 2S/1 32 B+C B+C EDS8 RCD 2S/01/100/001 2 1 1 1

001105213 EDS8 RCD 2S/1 32 C C EDS8 RCD 2S/01/000/101 2 1 1 1

001105214 EDS8 RCD 3S B B EDS8 RCD 3S/00/200/000 3 2

001105215 EDS8 RCD 3S C C EDS8 RCD 3S/00/000/200 3 2

001105216 EDS8 RCD 4S B B EDS8 RCD 4S/00/200/000 4 2

001105217 EDS8 RCD 4S C C EDS8 RCD 4S/00/000/200 4 2

32

32

16

16

MCB characteristic 
C (A)Sockets 

250V 
2P+T

Sockets 
400V (A)

MCB characteristic 
B (A)

Select of typical version with RCD, sockets 250V SCHUKO

eds8.1en

Order code Name Assembly
MCB 
char.

InA 
(A)

Production key 16 32 1x16 3x16 3x32 1x16 3x16 3x32

001105411 EDS8 RCD 2/1 16 B B EDS8 RCD 2/10/110/000 2 1 1 1

001105200 EDS8 RCD 2/1 16 B+C B+C EDS8 RCD 2/10/100/010 2 1 1 1

001105201 EDS8 RCD 2/1 16 C C EDS8 RCD 2/10/000/110 2 1 1 1

001105413 EDS8 RCD 2/1 32 B B EDS8 RCD 2/01/101/000 2 1 1 1

001105202 EDS8 RCD 2/1 32 B+C B+C EDS8 RCD 2/01/100/001 2 1 1 1

001105203 EDS8 RCD 2/1 32 C C EDS8 RCD 2/01/000/101 2 1 1 1

001105204 EDS8 RCD 3 B B EDS8 RCD 3/00/200/000 3 2

001105205 EDS8 RCD 3 C C EDS8 RCD 3/00/000/200 3 2

001105206 EDS8 RCD 4 B B EDS8 RCD 4/00/200/000 4 2

001105207 EDS8 RCD 4 C C EDS8 RCD 4/00/000/200 4 2

Sockets 
250V 
2P+T

Select of typical version with RCD, sockets 250V with ground pin
Sockets 

400V (A)
MCB characteristic 

B (A)
MCB characteristic 

C (A)

32

32

16

16

eds8.4en

Order code Name Assembly
MCB 
char.

InA 
(A)

Production key 16 32 1x16 3x16 3x32 1x16 3x16 3x32

001105226 EDS8 2S/1 16  BB B EDS8 2S/10/110/000 2 1 1 1

001105227 EDS8 2S/1 16  BB++CC B+C EDS8 2S/10/100/010 2 1 1 1

001105228 EDS8 2S/1 16  CC C EDS8 2S/10/000/110 2 1 1 1

001105229 EDS8 2S/1 32  BB B EDS8 2S/01/101/000 2 1 1 1

001105230 EDS8 2S/1 32  BB++CC B+C EDS8 2S/01/100/001 2 1 1 1

001105231 EDS8 2S/1 32  CC C EDS8 2S/01/000/101 2 1 1 1

001105232 EDS8 3S  BB B EDS8 3S/00/000/100 3 1

001105233 EDS8 3S  CC C EDS8 3S/00/000/100 3 1

001105234 EDS8 4S  BB B EDS8 4S/00/000/200 4 2

001105235 EDS8 4S  CC C EDS8 4S/00/000/200 4 2
16

32

32

16

Sockets 
400V (A)

MCB characteristic 
B (A)Sockets 

250V 
2P+T

MCB characteristic 
C (A)

Select of typical version without RCD, sockets 250V SCHUKO



6 EDS8 SOCKET ASSEMBLIES

eds8.3en

Order code Name Assembly
MCB 
char.

InA 
(A)

Production key 16 32 1x16 3x16 3x32 1x16 3x16 3x32

001105410 EDS8 2/1 16  BB B EDS8 2/10/110/000 2 1 1 1

001105218 EDS8 2/1 16  BB++CC B+C EDS8 2/10/100/010 2 1 1 1

001105219 EDS8 2/1 16  CC C EDS8 2/10/000/110 2 1 1 1

001105412 EDS8 2/1 32  BB B EDS8 2/01/101/000 2 1 1 1

001105220 EDS8 2/1 32  BB++CC B+C EDS8 2/01/100/001 2 1 1 1

001105221 EDS8 2/1 32  CC C EDS8 2/01/000/101 2 1 1 1

001105222 EDS8 3  BB B EDS8 3/00/200/000 3 2

001105223 EDS8 3  CC C EDS8 3/00/000/200 3 2

001105224 EDS8 4  BB B EDS8 4/00/200/000 4 2

001105225 EDS8 4  CC C EDS8 4/00/000/200 4 2

Select of typical version without RCD, sockets 250V with ground pin

Sockets 
250V 
2P+T

Sockets 
400V (A)

MCB characteristic 
B (A)

MCB characteristic 
C (A)

16

32

32

16
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Made in Czechia,  
trusted in Europe.


